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VA L/THONIA LIGHTING

FEATURES & SPECIFICATIONS

INTENDED USE

ideai for parking areas, street lighting, walkways and car lots.
CONSTRUCTION

Rugged, die-cast, soft corner aluminum hgusing with 0.12" nominal wall

thickness. Die-cast door frame has impact-resistant, tempeored, flat glass
lens that is fully gasketed with one-piece tubular silicone.

Finish: Finish is dark bronze {DDB) polyester powder.

GPTICS

Anodized, alominum reflectors: IES full cutoff distributions: R3 {asyminer-
ric} or R4 {forward throw). Optional houseside shield {HS) available.
ELECTRICAL

Ballast: Super CWA pulse start baliasts, 88% efficient and EISA lsgistation

compliant, are required for 250-400W (must order SCWA option) for ship-
ments in the U.S.

Socket: Porcelain, horizontally orianted mogul base socket with copper
alloy, nickel-plated screw shell and center contact. UL fisted 1500W, 600V.
Lamp included.

LISTINGS

UL Listed {standard). UL listed for 25°C ambient and wet locations, IP65 rated.
NOTE: Speaificats b to changa vvithout notice,

Catalog Number

KC1400M25CR44C

Notes Type

CONTOUR

Night-time Friendly / Full Cutoff Lighting

KAD/POLE
COMBO

METAL HALIDE
Specifications . 2!§DW, 409W
PTYRYYR] 16" to 25' Mounting
Weight: 41 lbs (188kg} prm——— T
Longth: 17-1/2 (44.5) [ Lo
Width: 17-1/2 (44.5) e L
Depth: 7-1/8 {18.1) |— s i —-———l
(0. 1#4.5)

All dimensions are mches (centimaters) unless otherwise specified.

FEATURES & SPECIFICATIONS

CONSTRUCTION

Weldable-grade, hot-rolted, commercial-quality carbon steel wbing with a
minimum yield of 55,000 psi {11-gauge). Uniform wall thickness of .125". Shaits
are one-piece with a longitudinal electric resistance weld. Uniformly
square in c¢ross-section with flat sides, small corner radii and excelient
torsion. Available shaft width is 47,

Anchor base is fabricated from hot-rolled carbon stest plate that meets or
exceeds & minimum yield strength of 36,000 psi. The anchor base is provided
with slotted holes.

A handhole having nominal dimensions of 3" x § for all shafts. Included is »
cover with altachment screw.

Weatherprool, high-strength plastic lop cap provided.

Automolive-grade ABS plastic full bese cover is finished to match pole.
Finish: Dark bronze (DDB) polyester powder.

Grounding: A nut holder lacated Immediately inside tha handhole rim is
provided {ground boft and aut by others).

Anchor bolts: Top portion of anchor bolt is galvanized per ASTM A-153.
Made of steel rod (3/4” x 18" x 3"} having a minimum yield strength of 55,000
psi. Includes 4 anchor bolts, 8 hex nuts with washers, and template.

NOTE: Specifications subject to change without notice,

IMPORIANT:

These specificalions are intanded for genoral purposes anly. Lithonia rasarves the right to
change matenal or design, without prior notice, in a contennng effort 1o upgrade its products.
Installation requwes graut to be packad under base to ensure {ull contact with foundation,

Anchor Base Poles

SSS

Specifications
Pole Weight
S$5S164C 115 1bs (51.8 k)
$55204C 140 Ibs {63 ko)

$SS254C 170 Ibs [76.5 kg) SQUARE STRAIGHT STEEL
16" to 25" Mounting
A
4
H ElEed S0
A d ~g
N ‘. \ b]
r]* sf Y
N 4 7’
L
Shaft  Boh BoR Base  Anchor Bohs
Base Cucle Projection Sauare {w/ template Template
Size A 8 c i carton) Number
¢ 84 2.3¢4-4 & ABSSS-4C  PJS0004
BASE DETAIL
HANDHOLE
ORIENTATION ’/‘-\l
.'i) "~ / L)
Handhole i

Outdoor

Sheetl#: KC-Combo AL-375




KAD Pole Comho

ORDERING INFORMATION Al configurations of this product are considered "standard” and have short lead times.
Example: KC2400M25C R3 4C SCWA

KC1400M25C R4 4
l Designation J l Lamgp ] [ Pole langth w] [ Dis\ribuxionT ) Pole l Qptions l
KC1 1fixture  Motal halide  16C 16-foot “C" pole R3 Typelll diamater HS Houseside shield?
KC2 2fixtures  25M°  20C 20-foot"C” pole asymmet- i pussstort @)
400M° 25C 25-foot"C” pole R4 Tyne IV | AT g
L [ wmengn ] scwa Super cwa pulse san
throw {blank) dinches NOTE Fb‘"‘l‘:‘ us
e —_— . ; 1 : For shipments 1o U.S.
i KC2400M25C R3 4C SCWA % Sinches territories, SCWA must be
i - specified 1o comply with EISA,
] Consists of:
i Qu  Licode Description Maximum m.p.h. Wind Load with 1.3 Gusts
' 1 §SS 254C DM28 PL DDB SHAFT Pole KC1 Single | KC2 Double
{ 2 KAD400M R3 TR SCWA SPD04 LPI 16 4C 4” or 9" arm 100 100 NOYES:
i 1 S8CsDDB U 20" 4C 4~ or 9" arm 100 100 1 8° arm onty available with 400M.
P ABSSS-4C 25 aC 4~ arm o0 90 2 Ships separately.
. — 3 These watiages do fiot comply with
PV STEau o 25'5C 9" arm 90 80 Califorra Yitle 20 rcgulazons. v
PHOTOMETRICS
KC 400M R4 TEST NO: 1191110101P KC400MR3  TEST NO: 1192040902P

ISOILLUMINANCE PLOT {Footcandie)
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400V puiso sion malol haticde tamp, rated 38000
mens. Foolcandle values based on 20°
mounting height,

Classificaton. Unctassifiod {Type it Very Short). Ful Cutoff

Mounting Helght Correction Factor
{Multiply thu fc level by the correcuon factor)
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400W putse start metal hakde lamp, raled 38000
lumaons. Foolcandia values based on 20'
mounking height.

{ Existing Mounting Height ¥
\ "New Mounting Helght
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VA L/THONIA LIGHTING

An<$AcuityBrands Company

Sheet #: KC-Comba

B

3 2007-7010 Acuty Brands Lighung, g, Al nghts cesatved, Ray, 102110

Lithonia Lighting

Omdeor

Gne Liaharnis Way, Conyers, GA 30012
Phona: 770-922-5000 Fax: 770-915- 1209
weew tahose.com




‘p’ ‘ 7.‘ HISTORIC PRESERVATION
crry or COMMISSION
PEORIA

TO: Historic Preservation Commission
FROM: Kimberly Smith, AICP, Senior Urban Pianner
DATE: October 19, 2011

RE: Administrative Certificates of Appropriateness

One Administrative Certificate of Appropriateness was issued between September 21,
2011 and October 20, 2011:

131 Columbia Terrace, to allow soffit and fascia replacement.




PEORIA

CURRENT CASES

HISTORIC PRESERVATION COMMISSION

HISTORIC PRESERVATION ENFORCEMENT REPORT
Last Updated October 21, 2011

ADDRESS | CASENO. VIOLATON STATUS
1024 N. Ellis Street 11-10191 No COA for door replacement "'7‘”7“"’*“*
1112 N. Eliis Street 10-9446 New front yard black chain link Pending
fence, no HPC nor zoning approval.
104 NE Roanoke Avenue 11-4832 Soffit in disrepair Pending, aiso referred to
Code Enforcement
ADDRESS | CASE NO. VIOLATION STATUS
44600 N. Knoxville Ave 11-12074 No COA forsiding COA, obtained 8/24/11
CASES IN CIRCUIT COURT
Ellis Street, 1015 N. 05-22472 Second story window 07/16/08: Case remains in court.
replaced without a Discussion must be directed to
COA. Garage notin Corporation Counsel Randy Ray.
accordance with COA.
Ellis Street, 1025 N. 06-16924 Back porch collapsed, 07/16/08: Case remains in court.
in disrepair Discussion must be directed to
Corporation Counsel Randy Ray.
Ellis Street, 1105 N. 06-5326 Porch not built 07/16/08: Case remains in court.
according to C of A Discussion must be directed to
Corporation Counsel Randy Ray.
Ellis Street, 1108 N. 06-2781 Sided over Gothic style 07/16/08: Case remains in court.
window without C of A Discussion must be directed to
Corporation Counsel Randy Ray.
1000 NE Glen Oak 09-23369 Failure to adhere to 4/22/10: Seeking injunctive relief.
COA
High Street, 401 08-19578 Plastic cover over 4/22/10: Seeking injunctive relief.
(formerly 412 W. Main St) windows

Questions: Kimberly Smith, AICP, Senior Urban Planner
City of Peoria, Department of Planning & Growth Management,
456 Fulton Street, Suite 402 Peoria, lllinois 61602 (309) 494-8612.




